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Strainer Sl
DN (50-350 mm) Sarka YO0 S0 ol o)l
PN 16 bar LV el les
B Function
Fluid filtering Jbs ua;i-l:n -

Working temperature 80 °C
Usage ability in water and waste water and HVAC
® Product Features
Face to face dimensions base on EN558-1 (series 1)/
DIN3202 (F1)
Machining and drilling of flanges according to EN1092-2
Testing and inspection according to EN12266-1
= Material
Body and cover: cast iron according to EN1563 (GGG40) /
EN1561 (GG25)
Screen: Stainless steel AlSI 304/316
m Corrosion protection
Inner and outer surfaces are fully coated with blue epoxy
powder coating by electrostatic method, with minimum 150
micron thickness
m On Request equipment
Screen
Drainage plug

Tel:021-66313558

ol Fiile am p Ar 25 gleo
odre ged 5 Sog - )l
Jgaxe g SHom
(Vs 3l Gllae azg b oy
DIN 3202 (F1) / EN558-1
EN1092-2 5 bl gillae b el 5 57,0 5 6,5 il
EN12266-1 o lubiw) gllae w3l g oo

.313.0 n
3l gillae LosTs s e ys 5 Ay
st Gillae (625> o /ENT563 (GGGA0)
EN1561 (GG25)
AISI304/316 ;5 55 o¥eb 15,98

— 53555 Liblxa (idss m
el eSel oy bl s b sl K
e e V0 it il Uy Sl 5
hwly>yd Oljap2i g pjls m

[T
dalsd g 50

www.Tasiisat.com




www.Tasiisat.com

Tel:02166313558

Item Part Name Standard/Material Spare Part
No.

1 Body GGG 40 /EN 1563

) Cover GG 25 /EN 1561 ¥

3 Screen AlSI 304 N

4 Oring EPDM /NBR v

5 Bolt DIN 933 &

6 Washer Cold Galvanized Iron v

50 145 | 230 | 165 | 125 19 20 4 2 12
65 163 | 290 | 185 | 145 19 20 4 2 16
30 185 | 310 | 200 | 160 19 2 8 2 205
100 225 | 350 | 220 | 180 19 24 8 2 295
125 290 | 400 | 250 | 210 19 26 8 2 41

150 332 | 480 | 285 | 240 23 26 8 2 53
200 400 | 600 | 340 | 295 23 20 12 2 83

250 440 | 730 | 405 | 355 28 22 12 4 120
300 585 850 | 460 | 410 28 245 12 4 204
350 665 | 980 | 520 | 470 28 265 16 4 290
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