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Metal Seat Gate Valve (steel Sealing Ring) (il S 5) (6348 43b ) o gwinS gl

DN (50-350 mm) tonkie YO IO Gaul ol
PN 16 bar SR g5 Las
m Function
5,5 lec m
Shut off and on of fluid Mg Joong ol 10
Working temperature 80 °C Sl ‘_:); A'- & li’igL.;
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Usage ability in water and waste water and HVAC Sl 5 AL 5 T oo 45 oalinal colls
m Product Features Eolae i 5 S Sl

Design according to EN1171 (DIN 3352)

Face to face dimensions base on EN558-1 (series 15)/
DIN3202 (F5)

Machining and drilling of flanges according to EN1092-2
Testing and inspection according to EN12266-1
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= Material EN12266-1 5 ikl gollas s 3b 5 Sanad
Body, Bonnet and Gate: cast iron according to EN1563 (GGG40)
Body seal ring: Stainless steel
Gate seal ring: Stainless steel
Seal Stem: Graphite packing
Stems: Stainless steel AlSI 420
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Corrosion protection __.‘; 6L‘°‘—'LJ° (g Esinal

Inner and outer surfaces are fully coated with blue epoxy AISI 420 15585 SWsb dyani
poder coating by electrostatic method, with minimum 150
micron thickness (5095 Bdlxe iy m
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m On Request equipment N
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Electrical actuator

Pneumatic actuator awlgsyd Ol xig pily) m
Drain Screw S Ales
Instrument for installing underground (T-Key) @b lese
Spindle extension S o

(T-Key) e 25 5o (o) B S 5425
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Part Name Standard/Material Spare Item Part Name Standard/Material
Part
1 Body 11 Bonnet Seal Aramide Fiber s
2 Bonnet 12 Washer Cold Galvanized Iron i
GGGA40 / EN 1563
3 Down Gland 13 Bonnet Bolt DIN 933 v
4 Up Gland 14 Gland Seal Aramide Fiber v
5 Stem AlSI 420 15 Slide Washer Copper Alloy 4
6 Handwheel Stamped Steel / GGG40 < 16 Packing Graphite ik
7 Wedge GGG40 / EN 1563 17 Gland Washer Cold Galvanized Iron i
8 Wedge Ring 18 Gland Bolt DIN 933 o
AlSI 420
9 Seat Ring 19 H.W. Washer Cold Galvanized Iron v
10 Wedge Nut Forged Brass v 20 H.W. Bolt DIN 933

Weight(kg)

50 250 288 200 19 165 125 19 4 2S5
65 270 323 250 19 185 145 19 4 23
80 280 380 250 19 200 160 19 8 30
100 300 425 315 19 220 180 19 8 44
125 325 485 315 19 250 210 19 8 60
150 350 558 315 23 285 240 19 8 80
200 400 660 400 23 340 295 20 12 111
250 450 718 500 28 405 355 22 7 12 175
300 500 770 500 28 460 410 245 12 210
350 550 900 500 28 520 470 26.5 16 306
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